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Modular design plug-in circuit board. Offers
programmable FLASH memory for easy firmware
upgrades. Includes a 20,000-event history buffer and a
computer micro-processor. Performs Internet and
intranet alarm monitoring and operates as a 32
telephone line digital receiver.

Certifications and approvals

Region Certification

Europe CE 2004/108/EC; 2006/95/EC;
1999/5/EC; EN55022: 2006
+A1:2007, Class A; EN50130-4: 1995
+A1:1998 +A22003; EN60950-1:
2006; EN61000-3-2:2000;
EN61000-3-3:1995; TBR21: 1998

USA UL AMCX: Central Station Alarm Units
(UL1610, UL1635), APAW: Police Sta-
tion Alarm Units (UL365, UL464)

FM

CSFM 7300-1615:0232 FIRE ALARM CON-
TROL UNIT ACCESSORIES/MISC. DEVI-
CES

Region Certification

CSFM 7300-1615:0168 7300 -- FIRE ALARM
CONTROL UNIT ACCESSORIES/MISC.
DEVICES

CSFM 7300-1615:0179 7300 -- FIRE ALARM
CONTROL UNIT ACCESSORIES/MISC.
DEVICES

Ordering information

Conettix D6610 CPU Line Card
CPU card for Conettix D6600 Communications
Receiver/Gateway.
Order number D6610

 


