
DETAILED SPECIFICATIONS & TECHNICAL DATA

SPECIFICATIONS
1. Conductor

2. Insulation

BDN WIRE # BDN-CIT2X1MM
 

 

ALL MEASUREMENTS ARE NOMINAL 

1.2 Material: Bare copper 
1.2 Material: Bare copper 

3. Color Code 3.1 Code: Black & Red

4. Assembly 4.1 Pairs lay length: 3.00”

5. Jacket 5.1 Material: PVC

6. Markings 6.1 Type: Cables shall be identified by means of surface inkjet.
6.2 Legend: CABLE DE CITOFONIA BDN 2x1MM 100% Cu XXX METERS

7. Electrical Characteristics 7.1 Capacitance: 11.05 pF/ft
7.2 D.C. Resustance: 6.385 Ω per 1000 feet at 68°F

5.2 Wall thickness: 1,52mm
5.3 Diameter: Nominal 0,38mm
5.4 Color: Beige
5.5 Weight: 20 lbs per mts
5.6 Ripcord: Yes

4.2 Binder: n/a
4.3 Shield: n/a
4.4 Drain: n/a

2.2 Wall thickness: .010" The minimum average thickness shall not 
be less than 90% of the specified thickness.  

1.1 Awg size & stranding: 18 Awg solid


